
Cell Alignment Positioning System (CAPS)

CAPS  technology utilizes the main safety scanning laser to detect a target in the 
environment and enables the robot to drive to the desired location with 

unrivaled precision. 

OMRON’s mobile robots can dock to a machine with high accuracy. It can also 
approach from any  angle so that customers do not need to worry about floor 

layout, nor the shape of the load.

CAPS is availble for all OMRON mobile robots

This will allow smoother and quicker handover of  material, contributing to 
shorter cycle time and increased efficiency.



Cell Alignment Positioning System (CAPS)

Improved Accuracy  ☑

• CAPS aligns OMRON’s mobile robots with machinery at ±8mm position accuracy and ±1° rotation accuracy.

• Flexible navigation allows  the robot to approach a destination from any angle, so that docking can be achieved from any direction.

• Enables a smoother and quicker loading & unloading of material, contributing to a shorter cycle time.

Easy Setup & Installation  ⚙

• CAPS doesn’t require a physical magnetic marker to indicate
where to stop.

• Equipment setup will cost less because CAPS utilizes the main
safety scanning laser and no additional sensor is required.

• CAPS allows an offset per robot, meaning the user can dial out
the slight hardware differences of the top attachment in the fleet
just by changing the parameters.

• Minor updates to the application can be simply made after
installation.


